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SCHOTTKY BARRIER RECTIFIER 

Dimensions in inches and (millimeters) 

MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS 
(Ratings at 25 C ambient temperature unless otherwise specified ,Single phase ,half wave ,resistive or inductive 

load. For capacitive load,derate by 20%.) 

Symbols 
KSRF 

3020CT 

KSRF 

3030CT 

KSRF 

3040CT 

KSRF 

3045CT 

KSRF 

3060CT 

KSRF 

3080CT 

KSRF 

30100CT 

KSRF 

30150CT 
KSRF 

30200CT 
Units 

Maximum repetitive peak reverse voltage VRRM 20 30 40 45 60 80 100 150 200 Volts 

Maximum RMS voltage VRMS 14 21 28 32 42 56 70 105 140 Volts 

Maximum DC blocking voltage VDC 20 30 40 45 60 80 100 150 200 Volts 

Maximum average forward 

rectified current(see Fig.1) 

Per leg 
I(AV)

15.0 
30.0 

AmpsTotal device 

Peak forward surge current 8.3ms single half 

sine-wave superimposed on rated load 

(JEDEC method) 
IFSM 250.0 Amps

Maximum instantaneous forward voltage 

at 30.0 A 
VF 0.55 0.75 0.85 0.95 Volts 

Maximum instantaneous reverse 
current at rated DC blocking 

voltage(Note 1) 

T C =25 C 
IR 

0.2 
mA 

TC =125 C 30 50 

Typical thermal resistance (Note 2) R JC 3.0 C/W 

Operating junction temperature range TJ -65 to+150 C 

Storage temperature range TSTG -65 to+150 C 

Notes: 1.Pulse test: 300 μs pulse width,1% duty cycle

2.Thermal resistance from junction to case

Features:

Mechanical Data:
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Packaging Specifications of Tube Pack for 
TO-220AB and ITO-220AB

5,000 pcs per carton
5 boxes per carton 

 1. The method of packaging and dimension are shown as below figure. (Dimension in mm)

 2. Tube data (Units: mm)

50 pcs per tube 

1,000 pcs per box 
20 tubes per box 

Temperature : 0℃~35℃(32℉~95℉)

 2 Shelf life : 12 month at ＜0℃~35℃(32℉~95℉) and ＜75% R.H. 

Humidity: 75% R.H. Max.

 1 It is recommended to store the products in the following conditions:

S torage 

58cm

5.2cm

26cm

28cm

18cm

600cm
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