
ZENER DIODE

Planar Die Construction 

General Purpose, Medium Current 

Ideally Suited for Automated Assembly 

Marking: see table on page2 the marking code 

Maximum Ratings(Ta= 25  unless otherwise specified)

Characteristic Symbol Value Unit

Forward Voltage @ IF = 10mA VF 0.9 V
Power Dissipation PD 300 mW

Thermal Resistance from Junction to Ambient RθJA 417 /W

         SOT-23

~ +150

Features:
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T

MMBZ5260B KM5 43 40.85 3 93 800 0.1 33
MMBZ5261B KM6 47 44.65 2.7 105 1000 0.1 36
MMBZ5262B 51 48.45 53.55 2.5 125 1100 0.1 39

45.15
49.35

KM7
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Temperature Coefficients

Power Derating Curve

Effect of Zener Voltage on Zener Impedance

Typical Leakage Current

Zener Characteristics V
Z
 Up to 10 V

Typical Capacitance

Zener Characteristics 11 V to 39 V

Notes Our company currently provide 3.0V-39V products only 
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Min Max Min Max
A 0.900 1.150 0.035 0.045

A1 0.000 0.100 0.000 0.004
A2 0.900 1.050 0.035 0.041
b 0.300 0.500 0.012 0.020
c 0.080 0.150 0.003 0.006
D 2.800 3.000 0.110 0.118
E 1.200 1.400 0.047 0.055

E1 2.250 2.550 0.089 0.100
e

e1 1.800 2.000 0.071 0.079
L

L1 0.300 0.500 0.012 0.020
0° 8° 0° °

0.550 REF 0.022 REF

Symbol
Dimensions In InchesDimensions In Millimeters

0.950 TYP 0.037 TYP
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