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MMSZ2V0~MMSZ75 

Absolute Maximum Ratings (Ta = 25 OC)

Characteristics at Ta = 25 OC

Features:

SOD-123 Plastic-Encapsulate Diodes

01.2021 1/5



 KINGWELL TECHNOLOGY CORP., LTD.
http://www.kingwell-tw.com.tw 

Rer.A Kingwell Corp.

MMSZ2V0~MMSZ75 

Characteristics at Ta = 25 OC

MMSZ2V0
MMSZ2V2
MMSZ2V4
MMSZ2V7
MMSZ3V0
MMSZ3V3
MMSZ3V6
MMSZ3V9
MMSZ4V3
MMSZ4V7
MMSZ5V1
MMSZ5V6
MMSZ6V2
MMSZ6V8
MMSZ7V5
MMSZ8V2
MMSZ9V1
MMSZ10
MMSZ11
MMSZ12
MMSZ13
MMSZ15
MMSZ16
MMSZ18
MMSZ20
MMSZ22
MMSZ24
MMSZ27
MMSZ30
MMSZ33
MMSZ36
MMSZ39
MMSZ43
MMSZ47
MMSZ51
MMSZ56
MMSZ62
MMSZ68
MMSZ75

4A
4B
4C

4D/W1
4E/W2
4F/W3
4H/W4
4J/W5
4K/W6
4M/W7
4N/W8
4P/W9
4R/WA
4X/WB
4Y/WC
4Z/WD
5A/WE
5B/WF
5C/WG
5D/WH
5E/WI
5F/WJ
5H/WK
5J/WL
5K/WM
5M/WN
5N/WO
5P/WP
5R/WQ
5X/WR
5Y/WS
5Z/WT
6A/WU
6B/WV
6C/X1
6D/X2
6E/X3
6F/X4
6H/X5
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PACKAGE OUTLINE 

Plastic surface mounted package; 2 leads SOD-123 
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SOD-123 SUGGESTED PAD LAYOUT 

Note: 

1. Controlling dimension in millimeters.

2. General tolerance: ±0.05mm.

3. The pad layout is for reference purpose only.
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SOD-123 Tape and Reel
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